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Pulsation Dampener Q-Form

A) CONTACT INFORMATION:

	Company
	

	Address 
	

	Suite / Apt. / Etc. 
	

	City, State, Zip Code
	

	Country
	

	Contact Name
	

	Email 
	

	Telephone 
	

	Fax 
	


B) SYSTEM APPLICATION:

	Liquid     
	

	Flow Rate 
	

	Operating Pressure 
	

	Operating Temperature
	

	Kinematic Viscosity @ Pumping Temperature (cP)
	

	Specific Gravity – SG (g/cm3)
	

	Fluctuation Frequency (Hz per second)
	

	Minimum Design Metal Temperature – MDMT
	


C) PUMP PARAMETERS (complete one section):

Rotary:

	    Type of Pump
	

	    Number of Displacers (vanes, lobes, etc.)
	

	    RPM of Pump
	


Reciprocating:

	    Type of Pump
	

	    Number of Heads
	

	    Piston Diameter
	

	    Stroke Length
	

	    Single or Double Acting
	

	    Strokes per Minute (spm)
	


Air Operated Diaphragm (AODeD):

	    Reversals per Minute
	


Other:

	    Type of Pump
	


D) DAMPENER SPECIFICATION:

Model Type (circle one):
	    FlexOrber - up to 10 Hz; for corrosives; 

         PTFE or MTFE diaphragm; available with

         Teflon or PVDF lining
	SoG
	FLo
	SoG-Lnd

	    PipeHugger - up to 40 Hz; liquid in bladder; 

         in place flushable; available with elastomer 

         material lining 
	PeG
	PHr
	PeG-Lnd

	    PipeGuard - up to 15 Hz; gas in bag; available in  

         PVC or PP plastic parts
	PiG –LP
	PiG-HP
	PiG-Plas

	    PumpGuard - up to 2 Hz; 3” thru 12” pipe; 

         for sludge & slurry; FDA available with no 

         prefill needed PermaCushion
	PuG
	PuG-FD
	PuG-Pec

	    WaveGuard with Orifice – 100 Hz & above; no 

         moving parts; dissipative & dispersal; 

         available with Ceramics – 250 Hz & above; 

         by dispersion only; packed with ceramic balls
	WaG-RJ
	WaG-HO
	WaG-Cer


	Type of Installation
	Discharge
	Suction
	Both




Compatible Materials:
	    Body / Shell (316ss, CS, A20, Hast, etc)
	

	    Liquid Contact Parts (316ss, CS, A20, Hast, etc)
	

	    Membrane / Seals (EP, N, TFE, V, Hyp, etc)
	


E) CONNECTION OPTIONS:

	Number of Ports
	Single - 1
	Twin – 2


	________ Other


	Size(s)


	_____ Inlet
	_____ Outlet


	________ Other


	Type
	FNPT
	FBSP
	Raised Face SO Flange



	
	MNPT
	MBSP
	Raised Face WN Flange



	
	BW
	SAE “O”
	RTJ Flange




	Configuration 
	0x0
	0x90
	45x45
	90x90




F) RESIDUAL PRESSURE PULSATION/ FLOW FLUCTUATION:

	Acceptable Level Percentage (%)
	


G) OTHER RELATED INFORMATION:
	


